Temperature Datalogger w/LCD

Optional
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K bead type thermocouple

P/N:VE60A000

other custom made sensors
:immersion,penetrate,
surface.....etc are available
upon request

RS232 CABLE

P/N:VZ88193NLP

SIZE : cable 125cm

-D-sub 9pin connector to PC

-2.5mm dia. Stereo phone jack
tologger

USB CABLE
P/N:VZUSBAZD

USB 2.0 INTERFACE

SIZE : cable 125cm

-USB connector to PC
-2.5mm dia. stereo phone jack
to logger

KThermocouple Datalogger 88378

ARECORDING DUAL K THERMOCOUPLE TEMPERATURE
FOR QUALITY CONTROL
AT1AND T2 TEMP. DISPLAY INTERCHANABLE
ASEVERAL METHODS TO START RECORDING:
SCHEDULE /IMMEDIATELY/REPEAT/ON LINE/KEY START
£A2 WAYS TO PROGRAM & DOWN LOAD :
1) VIAPC: RS232 OR USB CABLE
2) VIALOGGER PRINTER 9801: THISIS A 3 FUNCTION
IN1 PRINTER FOR PROGRAMING & DOWNLOAD
AYELLOW RECORDING LED INDICATOR
ARED LED FLASH WHILE EXCEEDING THRESHOLD
A CAN BE USED AS REGULAR TEMP. MONITOR WHILE
SETTING AS NON-SLEEP AFTER RECORDING
AUP TO 16000 POINTS MEMORIES
APOWERED BY LITHIUM BATTERY WITH LONG LIFE TIME
ALOW BATTERY INDICATOR

Model 88378

Ktemp. Range & Accuracy
(under 18~28°C ambient temp.)

-200~1370°C ; +(0.3% rdg +0.7°C)
-328~2498°F ; +(0.3% rdg +1.4°F)

Resolution 0.1°C/0.1°F
Sampling points 16000
Button to on/off YES
Battery life time >3 MONTHS
LCD size (mm, HxW) 20(H)x40(W)mm

Operating temp. 0~50°C
Operating RH% Humidity < 80%
Storage temp. -20~50°C
Storage RH% Humidity <90%

Dimension(mm,LxWxT) 90x60x26.5(H) mm
Weight 1009

Battery ER3 x 1pc

Meter/ K bead thermocouple x2/ battery/

Standard Package manual/ plain box

Optional Accessory K type thermocouple (custom made thermocouple is
available upon request), software CD & cable

LOGGERTO PRINTER CABLE

P/N:VW302A00

SIZE : cable 120 cm

-2.5mm dia. stereo phone jack
to logger.

-3.5mm dia. stereo phone jack

to printer.
This is cable is a standard
accessory while purchasing
9801 printer.

3IN 1 DATALOGGER PRINTER
) P/N:VZ9801AZ
| USB connectorto PC
Connect with 88378 via
i1 VWB302A00 cable
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